Project:“Improving Solid Waste Management in Urban and Rural Areas of Bajina Basta, Visegrad and Han Pijesak municipalities “

Contract title - Procurement of special truck and equipment 
Publication reference:48-00-00046/2016-28-8/HP/T01

Questions and Answers
Contracting authority: Public Utility Company Kraljeva Gora
	Question
	Answer

	The payload of the truck is important, and the number of motions is not contained in some catalogues, it is adaptable to payload, because the truck that has the required payload has technically prescribed motions and salaries, so this quotation should be eliminated as it can be restrictive to competition'
	In terms of technical characteristics, the contracting authority determined the technical characteristics of the vehicle, defined the technical specification according to their needs, however, following the principles of transparency and compete in order to allow participation of all potential bidders, the commission states that this request should be removed from the request by contract authority.



	It is sufficilnt to require a minimum Euro 6 standard, and it does not matter how the standard is provided, because it the condition remains the same then it is targeted at certain manufacturers and bidders
	In the part of the technical characteristics, the contracting authority has determined the technical characteristics of the vehicle - and thus the Euro standard and how it meets the Euro standard where it has come to the market examination to find out that this type of vehicle can offer more bidders. The contracting authority has defined the requirements according to its needs, guided by the principles of economy and efficiency and the required characteristics fully meet the needs of the contracting authority, they are not NOT FIXED but defined in the range as minimum acceptable, in accordance with the Law on Public Procurement. The Commission notes that the contracting authority should maintain the required technical characteristics.



	Please change the working volume to be min 6700 cc, power min260hp and torque 1000 Nm, because then the competition is satisfied and with the stated engine characteristics the functionality of the vehicle will be satisfied'
	Contract authority has specified the technical characteristics of the vehicle in terms of technical characteristics - and therefore the engine min. 7.5l, Euro 6, with a minimum power of 280hp and torque of max 950Nm. The contracting authority has defined requirements according to its needs, guided by the principles of economy and efficiency, and in order to achieve the best use of the vehicle and long-lasting service and required characteristics fully meet the needs of the contracting authority, they are NOT FIXED but defined in the range as minimum and maximum acceptable, in accordance with the Law on Public Procurement . The Commission notes that the contracting authority should maintain the required technical characteristics.

	The condition should be set at a minimum of 6+l since then the Contracting Authority can obtain a higher quality vehicle with a multi-stage gearbox. Otherwise the competition will not be satisfied.)
	In the part of the technical specification, the contracting authority has determined the technical characteristics of the vehicle - and therefore the gearbox max 6 + 1 speed in order to reduce the cost of maintaining the vehicle and the fuel consumption. The contracting authority has defined the specification according to its needs, guided by the principles of economy and efficiency. The required characteristics fully meet the needs of the contracting authority; they are NOT FIXED but already defined in the range as maximum acceptable, according to the Law on Public Procurement. The Commission notes that the contracting authority should maintain the required technical characteristics.

	We ask for the condition min 143Ah because that is how the function is realized
	In the part of the technical specification, the contracting authority has determined the technical characteristics of the vehicle - and therefore the 2 batteries, min 170Ah - contracting authority has defined the specification according to its needs, guided by the principles of efficiency. The required characteristics fully meet the needs of the contracting authority; they are NOT FIXED but already defined in the range as minimum acceptable, according to the Law on Public Procurement. The Commission notes that the contracting authority should maintain the required technical characteristics.

	Crankshaft housing ventilation for cold conditions - we seek clarification

of this condition
	The explanation for ''Crankshaft housing ventilation for cold condition'' is explained as  ''Casing ventilation of crankshaft in cold condition'' ( Ventilacija kucista kolenastog vratila u hladnim uslovima ); The crankshaft is one of the most responsible, most loaded and for making the most difficult moving elements of the piston mechanism.



	Coolant 25C (13F) -  we seek clarification of this condition
	The explanation for '' Coolant -25C (-13F) is explained as '' Cooling liquid -25C (-13F) '' (Rashladna tecnost -25C (-13F))

	Metal sunroof. Please change that it can be transparent and metallic because the better purpose is transparent and we are looking for clarification of this condition
	As part of the technical specifications, the contracting authority determined the technical characteristics of the vehicle and, therefore, defined the technical specification according to its needs, however, following the principles of transparency and non-restriction of competition in order to allow participation to all potential bidders, the commission states that this requirement should be extended and that it can offer metal or plastic sunroof.



	The tender documentation shall require a 7.5 liter engine with a minimum engine capacity. Can we offer an engine with a displacement of 6,9 liters which is standard and can meet all requirements when operating a vehicle
	Contracting authority has specified the technical characteristics of the vehicle in terms of technical characteristics - and therefore the engine min. 7.5l contracting authority has defined requirements according to its needs, guided by the principles of economy and efficiency, and in order to achieve the long-lasting service and required characteristics fully meet the needs of the contracting authority, they are NOT FIXED but defined in the range as minimum and maximum acceptable, in accordance with the Law on Public Procurement . The Commission notes that the contracting authority should maintain the required technical characteristics.



	A gearbox with a maximum of 6+1 speeds is required. Can we offer a 9+1 speed gearbox that is also better solution for this type of vehicle.
	In the part of the technical specification, the contracting authority has determined the technical characteristics of the vehicle - and therefore the gearbox max 6 + 1 speed in order to reduce the cost of maintaining the vehicle and the fuel consumption. The contracting authority has defined the specification according to its needs, guided by the principles of economy and efficiency. The required characteristics fully meet the needs of the contracting authority; they are NOT FIXED but already defined in the range as maximum acceptable, according to the Law on Public Procurement. The Commission notes that the contracting authority should maintain the required technical characteristics.



	Rear axle with capacity of min 13 t is required. Can we offer an axle with a capacity of 11,5 t which is quite sufficient for a vehicle of these characteristic
	In the part of the technical characteristics, the contract authority has specified the technical characteristics of the vehicle - and therefore the capacity of the rear axle min 13t according to the superstructure and load, ie the mode of operation that the vehicle will stand. The contracting authority has defined the specification according to its needs, guided by the principles of efficiency. The required characteristics fully meet the needs of the contracting authority; they are NOT FIXED but already defined in the range as minimum acceptable, in accordance with the Law on Public Procurement. The Commission notes that the contracting authority should maintain the required technical characteristics.

	A min 360 cc air compressor is required. Can we offer a 318 cc compressor that does not affect the functionality of the vehicle in any way.
	In terms of technical characteristics, the contracting authority determined the technical characteristics of the vehicle - and therefore defined the air compressor volume according to its needs, guided by the principles of economy and efficiency. The required characteristics fully meet the needs of the contracting authority, they are NOT FIXED but are defined in the range as minimum acceptable according to the Law on Public Procurement. The Commission notes that the contracting authority should maintain the required technical characteristics.



	A crane with a minimum capacity of 10 t is required. Can you clarify what kind of crane this is.
	Clarification for '' Crane with a minimum capacity of 10t is required;'' ( zahtevana dizalica min kapaciteta 10t ).



	The required delivery time is 120 days. Bearing in mind that for most manufactures, the delivery time of the chassis itself is approximately 90 days, it is almost impossible to deliver the complete vehicle within 120 days. Can you extend the deadline to a minimum 180 days.
	By examining the market, the contracting authority has come to the conclusion that the anticipated maximum deadline for delivery of complete vehicles of 120 days is sufficient and allows more bidders to deliver complete vehicles. The contract authority remains in his original decision that the maximum delivery time for complete vehicles is 120 days.

	Will the delivery time of the vehicle be extended in case of force majeure caused with COVID
	Please see the published corrigendum.
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